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NO. BS-56/II/13

Fitting Instruction Changed 

We have changed the design of the round in fitting instructions +3/4-1 to +3/4 
turn after the gasket contact the sealing pad for a sakura number adjust the 
filter thread size.

Previous Design New Design

REPRESENTATIVE PICTURE REPRESENTATIVE PICTURE

By this information, all sakura numbers with round fitting +3/4-1 are not 
available. Please check all numbers changed on the next page.

For further information, please contact us.
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NO. BS-56/II/13

NO. P/N NO. P/N

1 AC-79040 32 C-4908

2 C-1039 33 C-5405

3 C-1318 34 C-5504

4 C-1321 35 C-5604

5 C-1323 36 C-5616

6 C-1328 37 C-5811

7 C-1501 38 C-58260

8 C-15012 39 C-6101

9 C-1523 40 C-6109

10 C-1703 41 C-6202

11 C-1706 42 C-6203

12 C-1717 43 C-6204

13 C-1727 44 C-6210

14 C-1807 45 C-6215

15 C-1810 46 C-6216

16 C-1811 47 C-6217

17 C-18111 48 C-6218

18 C-1812 49 C-6229

19 C-18126 50 C-7501

20 C-18127 51 C-7961

21 C-1822 52 C-7992

22 C-1835 53 C-8019

23 C-18353 54 C-8021

24 C-1837 55 C-8027

25 C-1916 56 C-8028

26 C-1925 57 FC-6501

27 C-2508 58 FC-6503

28 C-2702 59 HC-1822

29 C-2910 60 HC-79500

30 C-4301 61 HC-8501

31 C-4905 62 TC-4301
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